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Wrong-Way Crash Study
Calendar Year 2012

Act 641 of the 87" Arkansas General Assembly requires the Arkansas State Highway
and Transportation Department (AHTD) to analyze all wrong-way crashes on the
Interstates and other freeways with full control of access and to prepare an annual
report. Furthermore, the Act requires that based on the findings in the report, the AHTD
to implement appropriate countermeasures when warranted to reduce the possibility of
wrong-way crashes. Accordingly, Minute Order 2009-035 was adopted by the Arkansas
State Highway Commission on February 25, 2009. This Minute Order authorized an
annual analysis of wrong-way crashes on these routes to determine if additional traffic
control devices are warranted. Copies of Act 641 and Minute Order 2009-035 are
shown in Appendices A and B respectively.

An annual analysis of wrong-way crashes identifies the locations to be investigated. The
investigation consists of reviewing the signing and striping for compliance with the
minimum requirements of the Manual of Uniform Traffic Control Devices (MUTCD) as
well as compliance with current AHTD signing practices. The minimum requirements as
specified in Section 2B.41 of the MUTCD 2009 Edition include the following:

1. At least one “ONE WAY” sign for each direction of travel on the crossroad
shall be placed where the exit ramp intersects the crossroad.

2. At least one “DO NOT ENTER” sign shall be conspicuously placed near
the downstream end of the exit ramp in positions appropriate for full view
of a road user starting to enter wrongly from the crossroad.

3. At least one “WRONG WAY” sign shall be placed on the exit ramp facing
a road user traveling in the wrong direction.

Current AHTD practice is to install the minimum required signs and markings from the
MUTCD plus additional optional signs and markings (see Figure 1). Current AHTD
practice also includes the installation of oversized signs as shown in Table 2B-1 in the
MUTCD. This practice enhances the conspicuity of the signage and provides added
protection to ensure that the minimum required signage is in place should one of the
sign assemblies be damaged or destroyed.

The crash analysis of 2012 crash data showed that ten wrong-way crashes occurred on
the Interstates and other freeways with full control of access in 2012 (see Figure 2). The
crash analysis was conducted on only those crashes that involved a vehicle entering or
traveling in the wrong direction on the controlled access facility. Crossover crashes
were not included. These crashes are summarized in Table 1 whereas Table 2 shows a
comparison of the 2012 wrong-way crashes with 2010 and 2011.

Following the crash analysis, an investigation of the locations where the wrong-way
crashes occurred was completed in June 2014.
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Figure 2B-18. Example of Application of Regulatory Signing and Pavement Markings
at an Exit Ramp Termination to Deter Wrong-Way Entry
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Figure 1. Minimum required signs and markings from the MUTCD (Source: Manual
on Uniform traffic Control Devices for Streets and Highways (MUTCD) 2009 Edition)

TABLE 1. Summary of Wrong-Way Crash Analysis in Calendar Year 2012

1 Fatal Crashes (2 fatalities)

5 Incapacitating Injury Crashes

Crash 7 Nonfatal Injury Crashes that

Severity include: 1 Non-In capacitating Injury Crash

1 Possible Injury Crash

2 Property Damage Only Crashes (PDO)

Crash Type |-Head On 8 Road Surface | Dry 8
Sideswipe 2 Condition Wet 2

Dark 6 Alcohol 8

. Daylight 1 o Drugs 0
Corl;lcﬁ':;f)ns Dark but Lighted 3 Cog;z?ourtslng *None 2
**Unknown 0

lliness 0

* Driver was not impaired
**Not determined if driver was impaired
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Figure 2. Location of the wrong-way crashes occurred on Interstate and other
freeways with full control access in 2012
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TABLE 2: Wrong-Way Crashes 2010-2012

Total . Number Driver .
Serious - Fatal Crashes Driver
Wrong Fatal . . of Impaired -
Year Fatalities Injury Impaired on Drugs or
Way Crashes Crashes Dark Drugs or Alcohol
Crashes Crashes | Alcohol
2010 14 2 2 7 8 9 2
2011 16 5 7 4 11 6 4
2012 10 1 2 5 9 8 0

Consequently, a total of nine interchange off-ramps were reviewed that resulted in the
following findings:

1. Eight off-ramps were in compliance with the MUTCD minimum requirements.
The MUTCD compliance of the signage at the 1-630 intersection with
Shackleford Road at the time of the crashes is unknown because crashes
happened at this location during construction. This area is encompassed by an
active construction zone where the traffic patterns and corresponding signage
have been revised numerous times since the occurrence of the crashes. The
signage at this location at the time of investigation did not meet the minimum
requirements of MUTCD but immediate installation of “ONE WAY” and
“WRONG WAY” signs brought it into compliance with the MUTCD.

2. Four of the ramps were in compliance with the MUTCD minimum requirements,
but were not in compliance with the current AHTD signing practices. All of the
sign corrections are scheduled to be implemented by statewide signing crews
as soon as possible.

Findings of this investigation are also summarized in Table 3. Crash location maps,
along with diagrams of the interchanges, investigation reports and crash reports are
included in Appendix C.
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TABLE 3. List of Wrong-Way Crashes on Interstates and Other Freeways in Calendar Year 2012

=
Exit M
" A Light Surf. A Number U FFAHTD
Crash # County Rte Sec LM Sev. # Fat. # Inj. Type Date Time Urban/Rural Condition Cond. Impaired System T
c
D
Shackleford
201268805 Pulaski 630 21 6.80 2 0 2 Head On 8/5/2012 1:02 AM Urban Dark Dry Alcohol Interstate Rd. U N
Intersection
201264812 Pulaski 630 21 7.33 2 0 3 Head on 5/7/2012 9:15 PM Urban Dark Dry Alcohol Interstate 140 Y N
201274539 Pulaski 30 23 139.4 2 0 4 Head on 12/21/2012 12:01 AM Urban ?_ia;ﬁtgat Dry Alcohol Interstate 14 Y Y
201261544 Crittenden 55 11 11.60 1 2 2 Head On 2/15/2012 9:33 PM Urban Dark Wet None Interstate 3B Y Y
201260516 Crittenden | 55 11 3.0 5 0 0 Head On 1/19/2012 6:15 PM Urban ?_ia;ﬁtgzt Dry Alcohol Interstate 4 Y Y
201268475 Crittenden 40 52 284.40 2 0 3 Head On 8/12/2012 5:05 AM Urban Dark Dry Alcohol Interstate 1 Y NA*
540 5 Sideswipe Opp. X .
201267694 Benton (49) (29) 84.79 5 0 0 Direction 7/19/2012 8:10 AM Urban Daylight Dry None Interstate 85 Y N
201269131 Pulaski 630 | 21 4.25 2 0 2 Head On 8/25/2012 9:24 PM Urban D”ag’ﬁté’é“ Dry Alcohol Interstate 4 Y N
201261621+ Lonoke 67 1 159 3 0 2 Sideswipe Opp. 2/16/2012 11:47 PM Urban Dark Wet Alcohol Us. 11 Y N
Direction Highway
201261677+ Lonoke 67 11 0.04 4 0 2 Head On 2/19/2012 11:48 PM Urban Dark Dry Alcohol Hi;’rﬁv‘ay 11 % N
+Same driver involved in both of these crashes at the same exit on different days
* Ramp is in Memphis TN
**Meets MUTCD Standard, Y=Yes or N=No or U=Unknown
***Meets AHTD Standard, Y=Yes or N=No
****xCrash Severity = 1-fatal crash; 2-incapacitating injury crash; 3-non-incapacitating injury crash; 4-possible injury crash; and 5-property damage only.
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Act 641
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